








4000 SERIES
High Capacity Filters 

Fluid and Filter Change Interval Recommendations

TRANSMISSION 
MODEL

DUTY 
CYCLE

Allison 
Approved 

TES 295
fluid

TES 389
or

DEXRON®-VI*
or

Mixture**

FLUID
4000 w/ 

2”  and 4” Sump

General***

300,000 Miles
(480,000 km)

or
6,000 Hours

or 
48 Months

25,000 Miles
(40,000 km)

or
1,000 Hours

or 
12 Months

Severe****

150,000 Miles
(240,000 km)

or
6,000 Hours

or 
48 Months

12,000 Miles
(20,000 km)

or
500 Hours

or 
6 Months

FILTERS

Main 
Filter 4000 w/

2” and 4” Sump

General***

75,000 Miles
(120,000 km)

or
3,000 Hours

or 
36 Months

25,000 Miles
(40,000 km)

or
1,000 Hours

or 
12 Months

Severe****

75,000 Miles
(120,000 km)

or
3,000 Hours

or 
36 Months

12,000 Miles
(20,000 km)

or
500 Hours

or
6 Months

Internal 
Filter

4000 w/
2” and 4” Sump All Overhaul Overhaul

Lube/
Auxiliary 

Filter

4000 w/
2” and 4” Sump

General***

75,000 Miles
(120,000 km)

or
3,000 Hours

or 
36 Months

25,000 Miles
(40,000 km)

or
1,000 Hours

or 
12 Months

Severe****

75,000 Miles
(120,000 km)

or
3,000 Hours

or 
36 Months

12,000 Miles
(20,000 km)

or
500 Hours

or
6 Months

*DEXRON®-VI may only be used in units beginning with S/N 6610220990.
**Less than 100% concentration of an Allison Approved TES 295 automatic transmission fluid is considered a 
mixture and should utilize non-TES 295 filter change intervals. 
***General Vocation: All vocations not classified as Severe and Intercity Coach with duty cycle of less than or equal 
to one stop per mile. 
****Severe Vocation: All Retarders, On/Off Highway, Refuse, Transit, and Intercity Coach with duty cycle greater 
than one stop per mile.

High Capacity Filter and Gasket Kits

Filter Kit Part Number

2 Inch Filter Kit P/N 29545776

4 Inch Filter Kit P/N 29545779

 NOTE:  Change fluid and filters at or before the recommended mileage, months or hours have 
elapsed, whichever comes first.

^Add 2.8 liters (3 quarts) for transmission with PTO.

NOTE: Approximate quantities do not include external lines and cooler hose. Fluid fill capacity is dependent on vehicle 
configuration. Final fluid capacity must be determined by dipstick level (see Mechanic’s Tips MT3004EN Section 1 or  
your Operator’s Manual under “Care and Maintenance”).
 

4000 Series 
Fluid Capacities (Approximate)

Initial Fill Refill

Sump Liters Quarts Liters Quarts

4 Inch^ 45 48 37 39

2 Inch^ 38 40 30 31



3000 PRODUCT FAMILY

3000/4000 PRODUCT FAMILIES FILTER LOCATION

NOTE: Torque all filter cover retaining bolts to 51-61 N.m (38-45 lb ft)

NOTE: Main and Lube Filter designations cast into bottom of control module

* 4” control module measures approximately 3.5”

   2” control module measures approximately 1.75”

High Capacity Filters

High Capacity Filters for Allison 3000/4000 Product Families transmissions were released  

into Allison production July 2006, beginning with the following Transmission Serial Numbers:

       6510670912 (3000 Series)        6610205144 (4000 Series)

High Capacity Filters allow extended filter change intervals when used with an Allison 

Approved TES 295 automatic transmission fluid*.

High Capacity Filters can be identified by P/N 29545777 or P/N 29545780 stamped into  

the filter end cap. Prior filters (non-High Capacity) for Allison 3000/4000 Product Families  

transmissions can be identified by P/N 29538231 or P/N 29538232 stamped into the filter  

end cap.

Beginning with S/N 6510670912 and S/N 6610205144, transmissions equipped with  

Allison High Capacity Filters do not require an initial Main Filter change at 5000 miles/ 

8000 km/200 hours. 

Extended fluid and filter change intervals are only allowed with an Allison Approved TES 295 

automatic transmission fluid and Allison High Capacity Filters. Filters must be changed at or 

before recommended intervals.

When replacing Gold Series Filters with High Capacity Filters in transmissions containing  

100% Allison Approved TES 295 automatic transmission fluid, High Capacity fluid and filter 

change intervals may be followed.

3000/4000 Product 
Families

Former Gold Series Filter Kit Current High Capacity Filter Kit

2 Inch Filter Kit P/N 29540493 2 Inch Filter Kit P/N 29545776

4 Inch Filter Kit P/N 29540494 4 Inch Filter Kit P/N 29545779

TES 295 APPROVAL NUMBER

AN-011001

AN-031002

AN-031003

AN-031004

AN-051005

PRODUCT BRANDNAME

TranSynd

Autran Syn 295

Emgard 2805

Fleetrite Synthetic ATF

Mobil Delvac Synthetic ATF

APPROVED MARKETER

Castrol Heavy Duty Lubricants

BP

Cognis Corporation

International Truck & Engine Company

ExxonMobil Lubricants and Petroleum Specialties Company

For a list of current Allison Approved TES 295 automatic transmission fluids, go to  
www.allisontransmission.com; click on Service, then Fluids.

*ALLISON APPROVED TES 295 AUTOMATIC TRANSMISSION FLUIDS
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